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Geberit PE ahendus tsentriline, lühike

 

Kasutuseesmärk

Hoonete veeärastuseks
Krundi veeärastuseks

Omadused

Tsentriline

UV-kindel

Tehnilised andmed

Materjal PE-HD

Tootenumber DN d, ø d1, ø H h K

360.557.16.1 40 / 30 40 mm 32 mm 8 cm 3 cm 1.5 cm

361.557.16.1 50 / 30 50 mm 32 mm 8 cm 3 cm 1.5 cm

361.559.16.1 50 / 40 50 mm 40 mm 8 cm 3 cm 1.5 cm

363.559.16.1 56 / 40 56 mm 40 mm 8 cm 3 cm 1.5 cm

363.560.16.1 56 / 50 56 mm 50 mm 8 cm 3 cm 1.5 cm

364.559.16.1 60 / 40 63 mm 40 mm 8 cm 3 cm 1.5 cm

364.560.16.1 60 / 50 63 mm 50 mm 8 cm 3 cm 1.5 cm

364.565.16.1 60 / 56 63 mm 56 mm 8 cm 3 cm 1.5 cm

365.559.16.1 70 / 40 75 mm 40 mm 8 cm 3 cm 1.5 cm

365.560.16.1 70 / 50 75 mm 50 mm 8 cm 3 cm 1.5 cm

365.565.16.1 70 / 56 75 mm 56 mm 8 cm 3 cm 1.5 cm

365.570.16.1 70 / 60 75 mm 63 mm 8 cm 3 cm 1.5 cm

366.559.16.1 90 / 40 90 mm 40 mm 8 cm 3 cm 1.5 cm

366.560.16.1 90 / 50 90 mm 50 mm 8 cm 3 cm 1.5 cm

366.565.16.1 90 / 56 90 mm 56 mm 8 cm 3 cm 1.5 cm

366.570.16.1 90 / 60 90 mm 63 mm 8 cm 3 cm 1.5 cm

366.575.16.1 90 / 70 90 mm 75 mm 8 cm 3 cm 1.5 cm

367.559.16.1 100 / 40 110 mm 40 mm 8 cm 3 cm 1.5 cm

367.560.16.1 100 / 50 110 mm 50 mm 8 cm 3 cm 1.5 cm

367.565.16.1 100 / 56 110 mm 56 mm 8 cm 3 cm 1.5 cm

367.570.16.1 100 / 60 110 mm 63 mm 8 cm 3 cm 1.5 cm

367.575.16.1 100 / 70 110 mm 75 mm 8 cm 3 cm 1.5 cm

367.580.16.1 100 / 90 110 mm 90 mm 8 cm 3 cm 1.5 cm

368.570.16.1 125 / 60 125 mm 63 mm 8 cm 3 cm 1.5 cm

368.575.16.1 125 / 70 125 mm 75 mm 8 cm 3 cm 1.5 cm

368.580.16.1 125 / 90 125 mm 90 mm 8 cm 3 cm 1.5 cm

368.585.16.1 125 / 100 125 mm 110 mm 8 cm 3 cm 1.5 cm

369.535.16.1 150 / 100 160 mm 110 mm 4 cm 0.6 cm 0 cm

Näitlik pilt


