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ARMACELL 


PAIGALDUSE JUHEND                                        PAIGALDAMISE  VIHJED  ARMAFLEX ULTIMA                     


                                                                                  ISEKLEEPUVATELE TORUKOORIKUTELE 


                                            


Puhastage kogu tolm,mustus,õli ja vesi torustikelt                       Avage eelnevalt löhestatud Armaflex Ultima                      Leidke isekleepuva serva valge eralduspaberi       


Kasutades vajaduse korral Armaflex puhastusvahendit.              ja tömmake torule peale (kaitsepaber                                  lõpp 


Paigaldage Armaflex Ultima isekleepuvaid torukoorikuid            kaitseb  endiselt  isekleepuvat serva)                                 


Kui ümbritsev temperatuur on vahemikus +10 kuni +35 C          Kohandage Armaflex Ultimat tagamaks,et  


                                                                                                                isekleepuv serv oleks lihtsalt ligipääsetav 


 


 


                                                       
 


Eemaldage valged kaitsepaberite ribad                                           Sulgege pilu ja vajutage ühtlase survega                               Isoleerige toru köik sirged sektsioonid                  


isekleepuvatelt külgedelt,juhtides need isolatsioonist                  servad kokku   tagades kindla  isolatsiooni                           järgides eelpool kirjeldatud protseduure             


eemale . Pane tähele:Eemaldage kaitsepaberi ribad                                                                                                                           Löpuks isoleerige köik pölved,T-nurgad jne.        


mölematelt servadelt!                                                                                                                                 järgides Armaflex paigaldusjuhiseid.                         
                                                                                         


                                                                                                                                                                                                                                


                         


Tihendage köik  ühendused Armaflex liimiga                                Täiendava turvalisuse tagamiseks on vajalik 


Ärge venitage kui tihendate ühendusi.                                           Armaflex Ultima isekleepuvate torukoorikute 


Kui köik vuugid on liimiga tihendatud ja puuduvad                 pikisuunaliste ühenduste kaitseks kasutada 


 nähtavad ühendusvead,peaks liimimise meetod                         lisaks Armaflex-Ultima isekleepuvat teipi. 


rakendatud olema.                                                                              Veendu,et kleebitav pind oleks puhas, 


                                                                                                                 kuiv ja saasteainete vaba, vajadusel palun 


                                                                                                                puhasta pind Armaflex puhastusvahendiga.         
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AF/Armaflex HT/Armaflex NH/Armaflex SH/Armaflex Armaflex Ultima


Product  Armaflex Tapes


Short
description


Self-adhesive 
tape with an in-
sulation thickness 
of 3 mm based 
on AF/Armaflex


Self-adhesive 
tape with an in-
sulation thickness 
of 3 mm based 
on HT/Armaflex


Self-adhesive 
tape with an in-
sulation thickness 
of 3 mm based 
on NH/Armaflex


Self-adhesive 
tape with an in-
sulation thickness 
of 3 mm based 
on SH/Armaflex


For securing the 
additional adhe-
sive seams spe-
cially for Armaflex 
Ultima


Special features General use tape For high tempe-
rature applica-
tions


Non-halogen For heating and 
plumbing appli-
cations


Low smoke de-
velopment


Approved for Armaflex (except 
Armaflex Ultima, 
Armaflex Rail and 
HT/Armaflex)


HT/Armaflex NH/Armaflex SH/Armaflex Armaflex Ultima


Colour black black dark grey grey blue


Application
temperature


max. +85 °C max. +85 °C max. +85 °C max. +85 °C max. +85 °C


Material infor-
mation


Pressure-sen-
sitive adhesive 
coating on modi-
fied acrylate basis 
with mesh struc-
ture, covered with 
polyethylene foil


Pressure-sen-
sitive adhesive 
coating on modi-
fied acrylate basis 
with mesh struc-
ture, covered with 
polyethylene foil


Pressure-sen-
sitive adhesive 
coating on modi-
fied acrylate basis 
with mesh struc-
ture, covered with 
polyethylene foil


Pressure-sen-
sitive adhesive 
coating on modi-
fied acrylate basis 
with mesh struc-
ture, covered with 
polyethylene foil


Pressure-sen-
sitive adhesive 
coating on modi-
fied acrylate basis 
with mesh struc-
ture, covered with 
polyethylene foil


Shelf life 12 month 12 month 12 month 12 month 12 month


Packaging 6 or 12 rolls per 
carton


12 rolls per 
carton


12 rolls per 
carton


6 or 12 rolls per 
carton


12 rolls per 
carton


LEED conform Yes Yes Yes Yes Yes


For further details please consult the technical data sheets for the individual products or contact our customer service centre.  


OVERVIEW - TAPE
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